AURA

C2

Designed by Nital Patel

LED @ Door | | 1P20 @ @
LIGHT PERFORMANCE
TOTAL LIGHT OUTPUT: 1540 Im
COLOR TEMPERATURE:  2700K, 3000K
CRI (Ra): 90
MAC ADAM STEP: 3
BEAM ANGLE: 24°
LUMINOUS EFFICACY 79,2 Im/W
USEFUL LUMINOUS FLUX: 1386 Im
LIGHT DIRECTION: DLS
DIMMABLE: Yes

DESCRIPTION

Precision, multiplied. AURA C brings LIGHT-POINT's signature
design language to the ceiling - clean lines, strict geometry, and

ELECTRICAL SPECIFICATIONS

POWER CONSUMPTI ON:
DRIVER:

IP RATING:

INSULATION CLASS:
LIFESPAN:

SUSTAINABILITY & COMPLIANCE

ENERGY EFFICIENCY:
CERTIFICATIONS:
WARRANTY PERIOD:
MAINTENENCE:

CLASS G
CE

7 years

14,00 W
700022*
P20
Class |
50000 h

The driver can be replaced by a qualified electrician.

*Integrated, Triac Dimming, Constant Current (CC)
** Corrosion resistance is ensured for the painted models (black and white).

Please visit www.light-point.com for the latest product information

a complete absence of visible fixings, for a surface-mounted
presence that appears to simply belong. Each spot rotates
freely around its own axis, directing light with quiet exactitude
wherever the space demands.

Switch Tune selects between 2700K and 3000K before
installation - warmth or clarity, decided once, delivered always.

Available as C2 with two spots or C3 with three.

Effortless to mount. Impossible to overlook.

MECHANICAL SPECIFICATIONS

MATERIAL(S):
FINISH:
COLOR:

DIMENSIONS:

WEIGHT:

TYPE:
ENVIRONMENT:
LIGHT SOURCE:
INSTALLATION:

Aluminium, Acrylic
Anodized, Painted**
White, Carbon Black, Rose
Gold, Titanium & Brass
D60 x W160 x H88,5mm
@50 mm

0,75 kg

Ceiling lamp / Downlight
Indoor

Integrated LED

Recessed Mounted
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COLOR OPTIONS

COLOR:
MATERIAL:
ARTICLE NR:
EAN NR:

COLOR:
MATERIAL:
ARTICLE NR:
EAN NR:

COLOR:
MATERIAL:
ARTICLE NR:
EAN NR:

DIMENSIONS

White

Aluminium (Painted)
270990
5711389709907

Rose Gold

Aluminium (Anodized)
270992
5711389709921

Brass

Aluminium (Anodized)
270994
5711389709945

50

760
N

88,5

*all dimensions are in mm

Please visit www.light-point.com for the latest product information

COLOR:
MATERIAL:

ARTICLE NR:

EAN NR:

COLOR:
MATERIAL:

ARTICLE NR:

EAN NR:

REFERENCE

Carbon Black

Aluminium (Anodized)
270991
5711389709914

Titanium

Aluminium (Anodized)
270993
5711389709938
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screen settings. Images are for general reference and may not show all details. Cables and electrical components may be intentionally left out for visual clarity.



