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DESCRIPTION

LIGHT PERFORMANCE MECHANICAL SPECIFICATIONS

SUSTAINABILITY & COMPLIANCE

ELECTRICAL SPECIFICATIONS

POWER CONSUMPTION: 	 34,00 W

DRIVER:	 700003*

IP RATING:	 IP20

INSULATION CLASS: 	 Class I

LIFESPAN: 	 50000 h

TOTAL LIGHT OUTPUT:	 3740 lm

COLOR TEMPERATURE:	 2700K, 3000K

CRI (Ra):	 90

MAC ADAM STEP: 	 3

BEAM ANGLE: 	 -°

LUMINOUS EFFICACY	 87,1 lm/W

USEFUL LUMINOUS FLUX: 	3366 lm

LIGHT DIRECTION:	 DLS

DIMMABLE: 	 Yes

ENERGY EFFICIENCY:	 CLASS E

CERTIFICATIONS: 	 CE

WARRANTY PERIOD:	 7 years

MAINTENENCE:	 The light sources and the driver can be replaced by a qualified electrician.

MATERIAL(S): 	 Aluminium, Acrylic

FINISH: 	 Anodized, Painted**

COLOR:	 Black, Rose Gold, Titanium 	

                                 & Brass 

DIMENSIONS: 	 D55 x W1500 x H16mm 

CABLE LENGTH:   Up to 3000mm             

WEIGHT:	 2,70 kg

TYPE:	 Pendant Lamp

ENVIRONMENT:	 Indoor

LIGHT SOURCE:	 Integrated LED

INSTALLATION: 	 Surface Mounted

Designed by Ronni Gol

SLIM S1500

SLIM doesn’t occupy space - it respects it. Suspended like a 
whisper on two fine fabric cables, this trapezoid pendant delivers 
soft, warm, diffused light with a discretion that borders on 
invisibility. Over a dining table or meeting room, it illuminates 
without interruption, preserving sightlines through windows and 
doorways with quiet consideration. 

Available in three lengths - 120, 150, and 180 cm - and multiple 
finishes, Switch Tune technology offers 2700K or 3000K at 
installation. Aluminium, precision LED, and 5 cm of width. 

Proof that the most powerful presence is sometimes the lightest 
touch.

** Corrosion resistance is ensured for the painted models (black and white).
* Integrated, Triac Dimming, Constant Current (CC)
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COLOR OPTIONS

Designed by Ronni Gol

SLIM S1500

REFERENCEDIMENSIONS

*all dimensions are in mm

Rose Gold

Aluminium (Anodized)

280712

5711389807122

Titanium

Aluminium (Anodized)

280713

5711389807139

Brass

Aluminium (Anodized)

280714

5711389807146

Black

Aluminium (Painted)

280811

5711389808112
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